Sustainability, Environment, Solution

Sediment Cartridges

Cartridges FCPP made from string wounded
polypropyleng cord are specifically designed
for initial, mechanical filtration process. They
stop sediment contaminants in water such as
rust, sand and silt for up to 5, 20 and 50
micran. The polypropylens string is wounded in
such a way to ensure its increased density
closer to the core of the cartridge thus proving
finest filtration gualities.

Features and benefits
= natural polypropylene stringfiber
= good thermoplastic qualities

Technical specifications for cartridges - series FCPP s small pressure drop with large flow rates
i Height Diameter | Filtration |Flow rate  Capacity Pr:sn!ru = [SF, FDA, PZH approved material
inch | dnch | pm | I/min.  months  [liters N = working temperature: 2-52 °C.

FCPPEM 9% | 2% 5 0 | 3-6 12000 02-04
rceRzoM | 9% | 2% 20 | 20 | 3-6 (12000 0,2-04
FCFFSOM | 9% | 2% | 50 0 | 3-6 (12000 02-04
FCPPSMI0BB | 9% | 4% | 5 | G0 | 3-6 |18000 03-05
| |FcProomioBs] 9% | &« | 20 | & 3-6_[18000) 0,3-05
! | FOPPSM20BE | 20 4 5 a0 3-6 (24000 0,3-05
! |Fceeaomzoes| 20 s 20 80 3-6 24000/ 0,3-05

Mew generation spun polypropylene cartridges
are the best solution tor sediment filtration
removing st particles, sand, silt and other
mechanical deposits in water.

They protect household appliances, heating
units and hot water boilers. High-grade
polypropylene fiber is resistant to many
chemicals and bacteria growth. Special
technology used to manufacture these
carinidges provides accurate filtration rating

from 1 to 50 microns.
Features and henefits
Technical specifications for cartridges - series FI:.FS : = high grade polypropylene fiber with
Height |Diameter Filtration Flow rate |  Capacity Pressure increased adsorption capacity
et inch inch  um | I/min. |months | liters d:? = improved capability of sediment removal
FoFSLe 9, T 20 = 3 —6 12000 02-0.4 = filtration upto 1, 5, 20 and 50 micron
FCPSG= 0y a1 5 a0 3-6 |12 000/ 02-04 = resistance to bacteria growth
FCPS20* g 2% o 20 3-6 [12000) 0,2-04 = [NSF FDA, PZH approved material
ECPSED* | 9% 2% 50 20 i-6 [12000) 0,2-04 e working temperature: 2-52°C.
FCPSS-L 20 2% 5 an 3-6 [16000 0,2-04
FCPS20L | 20 | 2% 20 30 | 3-6 |16000]0.2-04
FCPSSO-L | 20 | 2% 50 30 | 3-6 |16000| 0,2-04
FCPSSMI0BE | 9% | 4% | 5 | 40 | 3-6 24000 0.3-05
FOPSZOMIDEB| 9% | 4% 3 | 40 | 3-6 |24000 0.3-05
FCPSSM20BB | 20 | 4% 5 | 60 | 3-6 24000 03-05
FCPSZOMZ0BR. 20 44 0 | B | 3-6 |24000 03-05

* also available in 5" length.
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